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Electrical Characteristics  
 (Vi=10V, Io=40mA, 0°C＜Tj＜ 125 °C,Ci=0.33uF, Co=0.1uF,Unless Otherwise Specified)

Parameter Symbol Test   Conditions Min Typ Max Unit

Output Voltage Vo Vi=-10V, IO=40mA -4.8 -5.0 -5.2 V

Load Regulation VO-IO
IO=1mA-100mA, 
Vi=-10V - 7.0 60 mV

Line Regulation VO-Vi - 15 150 mV

Quiescent Current Iq Vi=-10V, IO=40mA - 3.5 6.0 mA

Output Noise Voltage VN - 120 - μV

Ripple Rejection RR 41 71 - dB

-7.0V≤Vi≤-20V, IO=40mA

10Hz≤f≤100KHz 
Vi=-10V, Io=40mA

-8V≤V1≤-18V, Io=40mA
f=120Hz, Tj=25℃ eiN=1VP-P
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Typcial Application
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 Ordering Information

Device Packing

Part Number-TP Tape&Reel:1Kpcs/Reel

MC79L05F

***IMPORTANT NOTICE***

Micro Commercial Components Corp
Micro Commercial Components

Corp

Micro Commercial Components Corp
 . products are sold subject 

to the general terms and conditions of commercial sale, as published at 

***LIFE SUPPORT***

***CUSTOMER AWARENESS***
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