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Attenuation vs. Frequency
     Model 4120R-601-250/500
     Model 4420-601-250/500
     50pF - 3dB @ 84 MHz

Attenuation vs. Frequency
     Model 4120R-601-250/201
     Model 4420P-601-250/201
     200pF - 3dB @ 21 MHz

indicates - 3dB rolloff frequency (f  )c

601 Series - RC Network T-Filters

  Attenuation Vs. Frequency - Typical Capacitor Values With R= 25 Ohms

These low-pass fi lters are ideal for installation between I/O drivers and RS 232 
connectors.

Insert RC/CC Code from table below to 
form part number.

RC R CC C
250 25 500 50 pF
270 27 101 100 pF
470 47 181 180 pF
820 82 201 200 pF
101 100   

  Typical Circuit
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4120R-601-RC/CC
4420R-601-RC/CC   How To Order EMI/RFI Filter Networks
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Consult factory for values not listed.

  Packages Available
4420P-601-*RC/CC-SMD
4120R-601-*RC/CC-DIP
4118R-601-*RC/CC-DIP

*First two digits are signifi cant. Third digit 
represents the number of zeros to follow.

Seven circuits in an 18-pin package.
Eight circuits in a 20-pin package.

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications.
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.
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 Legal Disclaimer Notice

This legal disclaimer applies to purchasers and users of Bourns® products manufactured by or on behalf of Bourns, Inc. and 

Unless otherwise expressly indicated in writing, Bourns® products and data sheets relating thereto are subject to change 

and complete before placing orders for Bourns® products.

The characteristics and parameters of a Bourns® product set forth in its data sheet are based on laboratory conditions, and 
statements regarding the suitability of products for certain types of applications are based on Bourns’ knowledge of typical 
requirements in generic applications.  The characteristics and parameters of a Bourns®

® product with other components 
® 

the actual performance of the Bourns®

 

® product as meeting the requirements of a particular industry 

®

of Bourns® products are responsible for ensuring compliance with safety-related requirements and standards applicable to 

Bourns®

on a case-by-case basis, use of any Bourns®

®

®

® 

®

Bourns®

® standard products that are suitable for use in aircraft 

® standard 

the user’s sole risk.

® custom products shall be negotiated on a case-by-case basis by Bourns 
and the user for which such Bourns®

® standard products shall 
also apply to such Bourns® custom products.

Users shall not sell, transfer, export or re-export any Bourns®

Bourns®

 
® products and Bourns technology and technical data may not under any circumstance be 

exported or re-exported to countries subject to international sanctions or embargoes.  Bourns® products may not, without 
 

bilingual versions are available at:
  Web Page: http://www.bourns.com/legal/disclaimers-terms-and-policies
           PDF: http://www.bourns.com/docs/Legal/disclaimer.pdf
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